CONCRETE ROCKERY CAP.
— REQUIRED IN R.O.W.
— OPTIONAL ON PRIVATE PROPERTY

PEDESTRIAN RAILING IF
REQUIRED (SEE NOTE 6)_\

16 GAUGE GALVANIZED
SLEEVE 3” DIAMETER

| !

8" MIN TO CURB

4 TO 6V

8" MAXIMUM (SEE NOTE 5)

CONSTRUCTION NOTES:

, A 0(2;%%\// 12" MIN AT POST LOCATION
P

DRAIN ROCK LAYER
12" MIN. / 18" MAX.

N QUARRY ROCK 2" TO 4"

MIN THICKNESS = 40% OF
HEIGHT OF ROCKERY

CHINK VOIDS, 6” DIA OR GREATER
(BACK SIDE ONLY)

NO. 2 COARSE AGGREGATE PER WSDOT
STANDARD SPECS. (12" ABOVE PIPE)

WRAP PIPE AND AGGREGATE WITH FILTER FABRIC
(MARIFI 140X OR EQUAL) ON ALL SIDES

4" DIA, PERFORATED HIGH DENSITY POLYETHYLENE
o’ CORRUGATED PIPE WITH SMOOTH INTERIOR. CONNECT
TO POSITIVE AND PERMANENT DISCHARGE.

UNDISTURBED SOIL OR COMPACTED CRUSHED ROCK
AT 95% MAX DRY DENESTY

1 DESIGN AND CONSTRUCTION OF ROCKERIES SHALL CONFORM TO THE INTERNATIONAL BUILDING CODE AND THE
INTERNATIONAL RESIDENTIAL CODE, AND SHALL GENERALLY FOLLOW THE "ROCK WALL CONSTRUCTION GUIDELINES,”
PREPARED BY THE ASSOCIATED ROCKERY CONTRACTORS (SEE SECTION 5.01 OF THESE STANDARDS).

2 THE DENSITY OF ROCK MATERIAL SHALL BE A MINIMUM OF 155 POUNDS PER CUBIC FOOT.
THE SIZE CATEGORIES FOR ROCK SHALL BE AS FOLLOWS:

SIZE

1-MAN ROCK
2—MAN ROCK
3—MAN ROCK
4—MAN ROCK
5—MAN ROCK
6—MAN ROCK

APPROXIMATE APPROXIMATE
WEIGHT — LB. DIAMETER — INCHES
50 - 200 12 — 18

200 - 700 18 — 28

700 — 2000 28 — 36
2000 — 4000 36 — 48
4000 — 6000 48 — 54
6000 — 8000 54 - 60

4 THE CONTRACTOR SHALL USE THE ROCK SIZES AS SET FORTH IN THE ABOVE TABLE AND SHALL INSURE A
DISTRIBUTION OF ROCK SIZES WITH THE LARGEST ROCKS ON THE BOTTOM AND PROGRESSIVELY SMALLER ON TOP.

5 A BUILDING PERMIT SHALL BE REQUIRED FOR ANY ROCKERY OVER 4’ (SEE SECTION 5.01). ROCKERIES OVER EIGHT
(8) FEET HIGH MUST BE DESIGNED BY A CIVIL/GEOTECHINCAL ENGINEER LICENSED IN THE STATE OF WASHINGTON.

6 ROCKERIES WHICH ARE MORE THAN 30 INCHES ABOVE GRADE OR FLOOR BELOW SHALL BE PROTECTED BY A 36 INCH
HIGH PEDESTRIAN RAILING (SEE DETAILS 316 AND 317).
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